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PARTS LIST FOR FRONT OF GUARD 
Reference Part 
Number Number Quantity 
 01  Guard front, one of the following: 
  G-1038 20” Fan guard front ..................................................................................... 1 
  G-1039 24” Fan guard front ..................................................................................... 1 
 02 G-W075 Ventry® fan sticker ...................................................................................... 1 
 03 G-1040 ¼” Nylon lock nut and ¼ SAE washer  ...................................................... 4 

Guard Front Picture 
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PARTS LIST FOR LIGHT OPTION 
Reference Part 
Number Number Quantity 
 01 L-80378 Light housing with switch ........................................................................... 1 
 02 L-1001 Butt connector ............................................................................................. 1 
 03 L-1002 Upper light mounting hardware .................................................................. 1 
 04 L-1003 Lower light mounting hardware .................................................................. 1 
 05  Frame (see frame parts list and picture) 
 06 L-1004 Fuse holder .................................................................................................. 1 
 07 L-1005 Electrical tape ............................................................................................. 1 
 08 T-W079 Wire tie ....................................................................................................... 1 
 09 L-1006 Wire ............................................................................................................ 1 
 10 L-1007 Star washer and ring tong terminal ............................................................. 1 
 11 L-1009 Spade connectors ........................................................................................ 2 
 12 H-7614 Light with screws ........................................................................................ 1 

Light Option Pictures  
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TORQUE VALUES 

Fan Component Torque Values (ft. lbs.) 

 5/16" Cap screw (engine mounting bolts) 17 to 21 

 ¼" x ½" Cap screw (rear guard to guard mount tubing) 9 to 11 

 5/16" Cap screw (rear guard to aluminum engine block) 8 to 10 

 Propeller hub set screw 9 to 11 

 5/16" x 3/4" Cap screw (propeller safety bolt) 17 to 21 

 5/16" x 3" Cap screw (propeller bolts) 10 to 12 

 



ELECTRIC VENTRY FANS 
OPERATING INSTRUCTIONS 

Manufactured by Ventry Solutions, Inc. (formerly J. Neils Enterprises, Inc.)  (888) 257-8967  

Please use this instruction sheet along with the blue or green VENTRY Fan owners 
manual also included with your fan, a booklet entitled “VENTRY All-Terrain Attack Fans, 
Owner’s Manual.”  

1. Make sure the Power (PWR) switch is turned to OFF. 

2. Extend the fan legs a minimum of 6 inches. (See “Leg Adjustment” section of 
Owners Manual” for instructions) 

3. Plug the fan in. 

4. Turn the PWR switch to ON. 

5. Turn the middle switch from STOP to RUN (either direction will work equally 
well). 

6. Set the variable speed dial to the desired setting. 

From the factory, the digital display is set to show revolutions per minute (RPM). You 
can toggle the display to show RPM, hertz (H) or amps (A) of the motor by pressing the 
PROGRAM button. 

Programming of the electric drive is done at the factory using the supplemental 
programming buttons. No further programming should be necessary.

Thank you for choosing VENTRY Fans. Please call us toll-free with any questions. 
Ventry Solutions, Inc. | (888) 257-8967 

 


